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Ground Floor Plan
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Roof Plan
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Second Floor Plan
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PROPOSED ADDITION EXISTING BUILDING

TRANSPARENCY PER UDO 3.2.5 F (OX-3-GR)
FLOOR REQUIRED PROPOSED
BASEMENT N/A N/A
GROUND STORY (MIN.) 33% 67%
UPPER STORY (MIN.) 20% 67%
BLANK WALL AREA (MAX.) 30' 4'-1"

BLANK WALL
4' - 1" MAX.
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PROPOSED ADDITIONEXISTING BUILDING BEYOND

TRANSPARENCY PER UDO 3.2.5 F (OX-3-GR)
FLOOR REQUIRED PROPOSED
BASEMENT N/A 36%
GROUND STORY (MIN.) 33% 65%
UPPER STORY (MIN.) 20% 66%
BLANK WALL AREA (MAX.) 30' 5'

BLANK WALL
5' - 0" MAX.

Ground Floor Plan
313' - 11 3/4"

Roof Plan
340' - 11 3/4"

Second Floor Plan
327' - 11 3/4"

Basement Floor Plan
301' - 11 3/4"
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PROPOSED ADDITIONEXISTING BUILDING
TRANSPARENCY PER UDO 3.2.5 F (OX-3-GR)
FLOOR REQUIRED PROPOSED
BASEMENT N/A
GROUND STORY (MIN.) N/A (NOT STREET FACING)
UPPER STORY (MIN.) N/A (NOT STREET FACING)
BLANK WALL AREA (MAX.) 30' 13'-8"

BLANK WALL
13' - 8" MAX.

CS-1

Exterior Materials:

TYPE:
MANUF.
COLOR:
LOCATION:
NOTES:

Exterior Finish

TYPE:
MANUF.
COLOR:
LOCATION:
NOTES:

TYPE:
NOTES:

GL-1

TYPE:
MANUF.
COLOR:
LOCATION:
NOTES:

TYPE:
MANUF.
COLOR:
LOCATION:
NOTES:

TYPE:
MANUF.
COLOR:
LOCATION:
NOTES:

TYPE:
MANUF.
COLOR:
LOCATION:
NOTES:

ST-1 TYPE:
MANUF.
COLOR:
LOCATION:
NOTES:

TYPE:
MANUF.
COLOR:
LOCATION:
NOTES:

TYPE:
MANUF.
COLOR:
LOCATION:
NOTES:

Notes:
1. ALL EXTERIOR GLAZING TO COMPLY WITH REQUIREMENTS OF THE CURRENT EDITION OF THE 
NC ENERGY CONSERVATION CODE. SEE BUILDING CODE SUMMARY ON G SERIES SHEETS FOR 

ADDITIONAL INFORMATION.

2. ALL EXTERIOR WINDOW FRAMES TO BE THERMALLY BROKEN. FINISH AS INDICATED.

3. WHERE APPLICABLE, A SEPARATE PERMIT SHALL BE REQUIRED FOR SIGNAGE AND AWNINGS.

4. GENERAL CONTRACTOR SHALL PROVIDE SHOP DRAWING SUBMITTALS AND PHYSICAL SAMPLES 
FOR ALL EXTERIOR MATERIALS TO NEW CITY DESIGN GROUP FOR REVIEW AND 
COMMENT/APPROVAL PRIOR TO ORDERING MATERIALS.

5. PROVIDE SEALANTS BETWEEN DISSIMILAR MATERIALS. MATCH COLOR TO ADJACENT WALL 
MATERIAL, TYP.

6. PATCH/REPAIR ALL DAMAGED MATERIALS AND TRIM AS REQUIRED FOR A UNIFORM, LIKE-NEW 
APPEARANCE.

CAST STONE
T.B.D.
COLOR AND TEXTURE TO MATCH INDIANA LIMESTONE
HORIZONTAL TRIM ELEMENTS
-

FB-1 FACE BRICK VENEER
T.B.D.
T.B.D.
EXTERIOR WALLS TO BELOW GRADE
-

1" CLEAR INSULATED GLAZING
VIRACON, GUARDIAN, OR PPG
CLEAR W/ COATINGS TO ACHIEVE SHGC; SEE G002 FOR REQUIREMENTS 
STOREFRONT AND CURTAIN WALL WINDOWS
-

EX EXISTING BUILDING
-

M-1 BRAKE METAL
T.B.D.
T.B.D.
WALL COPING CAPS, ROOF AND CANOPY TRANSITIONS
-

GL-2 1" CLEAR INSULATED GLAZING W/ CERAMIC SPANDRAL COATING
VIRACON, GUARDIAN, OR PPG
MATCH GL-1 IN ALL RESPECTS WITH ADDITIONAL SPANDREL COATING 
STOREFRONT AND CURTAIN WALL WINDOWS AT FLOOR TRANSITIONS
COATING ON #4 SURFACE

HARDCOAT STUCCO
N/A
T.B.D.
TOP OF BUILDING EXTERIOR WALLS
-

W-1 4-1/2" THERMALLY BROKEN STOREFRONT FRAME
KAWNEER OR EQUAL
KYNAR SILVER METALLIC FINISH
SINGLE-STORY AND PUNCHED WINDOW OPENINGS
-

W-2 7-1/4" CURTAIN WALL FRAME
KAWNEER OR EQUAL
KYNAR SILVER METALLIC FINISH
MULTI-STORY WINDOW OPENINGS
-

EC-1 EXPOSED CAST-IN-PLACE CONCRETE
N/A
NATURAL
SITE PAVING AND STAIRS
BROOM FINISH

SHEET NUMBER

PROJECT NUMBER

SHEET TITLE

THE DRAWINGS, SPECIFICATIONS AND OTHER 
DOCUMENTS PREPARED BY THE ARCHITECT FOR THIS 

PROJECT ARE INSTRUMENTS OF THE ARCHITECT'S 
SERVICE FOR USE SOLELY WITH RESPECT TO THIS 

PROJECT AND UNLESS OTHERWISE PROVIDED, THE 
ARCHITECT SHALL BE DEEMED THE AUTHOR OF THESE 
DOCUMENTS AND SHALL RETAIN ALL COMMON LAW, 

STATUTORY AND OTHER RESERVED RIGHTS, 
INCLUDING COPYRIGHT. THE ARCHITECT'S DRAWINGS, 
SPECIFICATIONS OR OTHER DOCUMENTS SHALL NOT 
BE USED FOR OTHER PROJECTS OR ADDITIONS TO 

THIS PROJECT EXCEPT BY AGREEMENT IN WRITING BY 
THE ARCHITECT.

1304 HILLSBOROUGH ST.
RALEIGH, NC 27605

919.831.1308
www.newcitydesign.com

COPYRIGHT  C  2018

A201

60
1 

St
. M

ar
y's

 S
tre

et
 A

dd
iti

on

7801

Exterior Elevations

60
1 

St
 M

ar
y' s

 S
tre

et
R

a l
ei

gh
, N

C
 2

76
0 5

Si
te

 P
la

n 
Su

bm
itt

al

1 June 2018

SCALE:  1/8" = 1'-0"A201

East Elevation1

SCALE:  1/8" = 1'-0"A201

South Elevation2

SCALE:  1/8" = 1'-0"A201

West Elevation3
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Exterior Opon 2 Date: 16 November2017
601 St. Mary’s St., Raleigh, NC
Vercal IQ Addion

jreze
Callout
FACE OF ADDITION ALIGNED WITH DOMINANT FACE OF EXISTING BUILDING TO REMAIN
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Callout
SECONDARY "BAY" ELEMENT WITH LOWER ROOF
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